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CONNECT A PLURALITY OF POWER SUPPLIES IN PARALLEL 



SET A MAXIMUM EFFECTIVE VOLTAGE FOR EACH OF THE 
PLURALITY OF POWER SUPPLIES TO CASCADE FROM A HIGHEST 
401 EFFECTIVE VOLTAGE FOR A FIRST OF THE PLURALITY TO A 

LOWEST EFFECTIVE VOLTAGE FOR A LAST OF THE PLURALITY 



INTERFACE THE PLURALITY OF POWER SUPPLIES WITH THE 
402^" ELECTRONIC LOAD THROUGH AN ISOLATION INTERFACE 
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FIG. 5 S 
500aJ~ connect a plurality of 

POWER SUPPLIES IN PARALLEL 



501 



INTERFACE THE PLURALITY OF POWER 
SUPPLIES WITH THE ELECTRONIC LOAD 
THROUGH AN ISOLATION INTERFACE 



SELECT IMPEDANCE VALUES WITHIN THE ISOLATION 
INTERFACE TO CREATE THE MAXIMUM EFFECTIVE 
502 xJ VOLTAGE FOR EACH OF THE PLURALITY OF POWER 
SUPPLIES TO CASCADE FROM A HIGHEST EFFECTIVE 
VOLTAGE FOR A FIRST OF THE PLURALITY TO A LOWEST 
EFFECTIVE VOLTAGE FOR A LAST OF THE PLURALITY 
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PREVENT CURRENT GENERATED BY ONE OF 
THE PLURALITY OF POWER SUPPLIES FROM 
SINKING INTO ANOTHER OF THE PLURALITY 



LIMIT THE MAXIMUM EFFECTIVE VOLTAGE OF ONE 

OF THE PLURALITY OF POWER SUPPLIES TO A 
VALUE OF A NEXT ONE OF THE PLURALITY WHEN 
THE ELECTRONIC LOAD CAUSES THE MAXIMUM 
EFFECTIVE VOLTAGE OF THE ONE OF THE PLURALITY 
TO DECREASE TO THE MAXIMUM EFFECTIVE 
VOLTAGE OF THE NEXT ONE OF THE PLURALITY 



RECEIVE A SIGNAL TO DEACTIVATE THE LIMIT PLACED 
505^ ON THE ONE OF THE PLURALITY OF POWER SUPPLIES 
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DEACTIVATE THE LIMITING 



